
 
 
 

DECLARATION OF PERFORMANCE 
 

DoP No. 1020–CPR–090-057204 - GB 
(Version 1) 

To see the previous versions of DoP, click on : http://dop-fixings.com/SPIT/DOP_SPIT_archives/Dop_GB_archives.zip 

 

1. Unique identification code of the product-type: SPIT MULTI-MAX XTREM 

 

2. Type, batch or serial number or any other element allowing identification of the construction product as 
required pursuant to Article 11(4):  

ETA 22/0824 (01/12/2022),  
Batch number: see packaging of the product. 

 
3. Intended use or uses of the construction product, in accordance with the applicable harmonised technical 

specification, as foreseen by the manufacturer:  

Generic type Bonded anchor with threaded rods, XTREM studs and rebars 

For use in Concrete C20/25 to C50/60  
Cracked concrete, Seismic C1  : M10,M12,M16,M20,M24 
Seismic C2  : M12, M16, M20 

Option / Category 1 / C1, C2 

Loading Static and quasi static   
Seismic C1   
Seismic C2   

Material Zinc plated steel for dry internal conditions only 
Stainless steel (A4) for internal and external use without particular aggressive 
conditions 
Highly corrosion resistant steel for internal and external use with aggressive 
conditions 
   

Temperature range  
if applicable 

-40 +80°C 

 
4. Name, registered trade name or registered trade mark and contact address of the manufacturer as required 

pursuant to Article 11(5):  
SPIT – Route de Lyon – 26501 Bourg Les Valence - France  

 
5. Where applicable, name and contact address of the authorised representative whose mandate covers the 

tasks specified in Article 12(2): --  

 

6. System or systems of assessment and verification of constancy of performance of the construction product 
as set out in Annex V: System 1 

 

7. In case of the declaration of performance concerning a construction product covered by a harmonised 
standard: --  

http://dop-fixings.com/SPIT/DOP_SPIT_archives/Dop_GB_archives.zip


8. In case of the declaration of performance concerning a construction product for which a European Technical 

Assessment has been issued:  

TZUS Technický a zkušební ústav stavební Praha, s.p., Prosecká 811/76a, 190 00 Praha 9 - Prosek 
 
issued ETA 22/0824 (01/12/2022)  
 
on the basis of EAD 330499-01-0601,  
 
The notified body 1020-CPR performed under System 1 
 

i. Determination of the product type on the basis of type testing (including sampling), type calculation, tabulated values or 

descriptive documentation of the product;  

ii. Initial inspection of the manufacturing plant and of factory production control; 

iii. Continuous surveillance, assessment and evaluation of factory production control under system1  

 

9. Declared performance: 
  

Essential Characteristics  Performance 
Harmonized 
Technical 
Specification 

characteristic resistance 
for tension 

Static and quasi static 
Seismic C1, C2 

ETA 22/0824 Annex C1, C2 
ETA 22/0824 Annex C6, C7  

EAD 330499-
01-601 

characteristic resistance 
for shear 

Static and quasi static 
Seismic C1, C2 

ETA 22/0824 Annex C3, C4 
ETA 22/0824 Annex C6, C7   

   

displacement for 
serviceability limit state 

Static and quasi static 
Seismic C1, C2 

ETA 22/0824 Annex C5 
ETA 22/0824 Annex C7  

Where pursuant to Article 37 or 38 in the Specific Technical Documentation has been used, the 
requirements with which the product complies: -- 

 

10.  The performance of the product identified in points 1 and 2  is in conformity with the declared performance 
in point 9.  

 
This declaration of performance is issued under the sole responsibility of the manufacturer identified in 
point 4.  

 
Signed for and on behalf of the manufacturer by:  

 

Bourg-Lés-Valence (France), 09/01/2023 

 

 

 

 

 

 

 

A. AUBIER 

VP/GM, Continental Europe Division 

 



  
 

PROHLÁŠENÍ O VLASTNOSTECH 

 
DoP No. 1020-CPR-090-057206 - CZ 

(Verze 1) 

To see the previous versions of DoP, click on : http://dop-fixings.com/SPIT/DOP_SPIT_archives/Dop_CZ_archives.zip 

1. Jedinečný identifikační kód typu výrobku: SPIT MULTI-MAX XTREM 

 

2. Typ, série nebo sériové číslo nebo jakýkoli jiný prvek umožňující identifikaci stavebních výrobků podle čl. 11 
odst. 4: 

ETA 22/0823 (01/12/2022),  

Číslo šarže: viz obal výrobku 
 

3. Zamýšlené použití nebo zamýšlená použití stavebního výrobku v souladu s příslušnou harmonizovanou 
technickou specifikací podle předpokladu výrobce:  

 

Typy kotev Chemické kotvy pro použití do spojů betonářských výztuží 

Pro použití v Beton C12/15 až C50/60  
Beton s trhlinami  : Ø8,Ø10,Ø12,Ø14,Ø16,Ø20,Ø25,Ø28,Ø32 
 

Volba / kategorie -- / 2 

Zatížení Statická a kvazi-statická   
Protipožární  : Ø8,Ø10,Ø12,Ø14,Ø16,Ø20,Ø25,Ø28,Ø32 
 

Materiály Výztuže třídy B & C v souladu s EN 1992-1-1 
   

teplotní rozsah pokud 
je to relevantní 

-40 +80°C 

 

4. Jméno, firma nebo registrovaná obchodní známka a kontaktní adresa výrobce podle čl. 11 odst. 5: 
SPIT – Route de Lyon – 26501 Bourg Les Valence - France  

 

5. Případně jméno a kontaktní adresa zplnomocněného zástupce, jehož plná moc se vztahuje na úkoly 
uvedené v čl. 12 odst. 2: --  

 

6. Systém nebo systémy posuzování a ověřování stálosti vlastností stavebních výrobků, jak je uvedeno v 
příloze V: System 1 

 

7. V případě prohlášení o vlastnostech týkajících se stavebního výrobku, na který se vztahuje harmonizovaná 
norma --  

http://dop-fixings.com/SPIT/DOP_SPIT_archives/Dop_CZ_archives.zip


8. V případě prohlášení o vlastnostech týkajících se stavebního výrobku, pro který bylo vydáno evropské 
technické posouzení: 

 
TZUS Technický a zkušební ústav stavební Praha, s.p., Prosecká 811/76a, 190 00 Praha 9 - Prosek 
 
Vydal  ETA 22/0823 (01/12/2022) 
 
na základe  EAD 330087-01-0601,  
 
Císlo oznámeného TZUS Technický a zkušební ústav stavební Praha, s.p., Prosecká 811/76a, 190 00 
Praha 9 - Prosek provedl podle System 1 
 

i. Určení typu výrobku na základě provedené zkoušky (včetně odebrání vzorků), výpočet pro daný typ, tabulkových hodnot nebo 

popisné dokumentace výrobku;  

ii. Úvodní inspekce výrobního závodu a kontrola výroby; 

iii. Monitorování, posouzení a hodnocení řízení výroby podle systému 1. 
 

9. Vlastnosti uvedené v prohlášení: 
  

Základní vlasnosti  Výkonnost 
Harmonizovan
é technickou 
specifikací 

Charakteristická 
únosnost v tahu 

EN 1992-1-1 
Fire 

 

ETA 22/0823 Příloha C1 
ETA 22/0823 Příloha C2 

 

EAD 330087-
00-0601 

Minimální rozteč a 
minimální vzdálenost 
od okraje 

EN 1992-1-1 
Fire 

 

ETA 22/0823 Příloha B3 
 

Posun do mezního 
stavu 

  NPD 
 

Pokud byla použita podle článku 37 nebo 38 specifická technická dokumentace, požadavky, které výrobek 
splňuje: -- 

 

10. Vlastnost výrobku uvedená v bodě 1 a 2 je ve shodě s vlastností uvedenou v bodě 9. 
 Toto prohlášení o vlastnostech se vydává na výhradní odpovědnost výrobce uvedeného v bodě 4. 

Podepsáno za výrobce a jeho jménem. 

 

Bourg-Lés-Valence (France), 09/01/2023 

 

 

 

 

 

  

 

 

A. AUBIER 

      VP/GM, Continental Europe Division

 


